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Abstract
The test series was created in order to validate the stability and functionality of the test device and

to create a data reference for aeriform materials (air). The approach for the test series was to vary the
parameters number-of-samples-recorded, pulse-voltage and distance-between-actuator-and-sensor. This re-
sults in a three-dimensional test parameter grid. Tests were performed several times for each grid point
(number-of-samples-recorded versus pulse-voltage versus distance-between-actuator-and-sensor) in order to
receive statistical information about the stability of the test results. The material tested was the air in
the laboratory room. The test method used was the ultrasonic pulse transmission method with combined
compression- and shear wave measurements. All test data and metadata are summarized into datasets using
GNU Octave’s open binary file format.

1 Introduction
This document provides a technical description of the datasets of a series of ultrasonic pulse transmission tests
(UPTT) performed in the course of the PhD thesis of the author of this document (see title page). This test
series was performed to create a data reference for aeriform materials (air). The test series design is based on
the variation of three different parameters. The number-of-samples-recorded N = [16k, 24k, 33k, 50k], the pulse-
voltage V = [400, 600, 800] Volts and the distance-between-actuator-and-sensor D = [25, 50, 70, 90] millimetres.
This results in a three-dimensional parameter grid. For each grid point (N,V,D), tests were carried out several
times to gain information about the stability of the tests. The result is a collection of 48 datasets containing the
measurement data of the UPTT’s. The test device used for the UPTT’s is the FreshCon[1] device (developed
at the University of Stuttgart, Germany). An elaborate description of test devices, the material and the test
operation procedures is stored in the data set structure along with the measurement results. This record is
published to allow other researchers to make use of it. In particular, those who have no access to the required
laboratory facilities and test equipment. To allow others to make use of these datasets freely, an open license
was chosen by the author (Creative Commons 4.0 Attribution, CC-BY-4.0).

2 Record content
The repository record consists of the following three files:

• ts5_techdescr.pdf contains the technical description (this file).

• ts5_rawdata.tar.xz contains the raw measurement data. This compressed TAR archive consists of a
set of ZIP archives enlisted in table 8 in section Appendix - Tables. The content of the ZIP archives is
described in section 3.

• ts5_datasets.tar.xz contains the datasets compiled from the raw measurement data. This compressed
TAR archive consists of a set of binary files (*.oct, open GNU octave binary format) enlisted in table 9
in section Appendix - Tables. The structure of the content of each data set is described in section 4 in
detail.

Extracting data set files from compressed TAR archives: Under Linux the content of the compressed
TAR archives can easily be extracted with the command line tool “tar”[2] on the “bash”[3] command prompt.
On Microsoft Windows one may use “7zip”[4] instead.

$ tar -xf <filename>.tar.xz
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Data integrity: To ensure the integrity of the files contained in the compressed TAR archives, the SHA256
checksum is also provided along with the files. See second column in tables 8 and 9 in section Tables. Check
the integrity of a file with “sha256sum”[5] at the “bash” command prompt.

$ echo "<sha256_checksum> <filename>" > checkfile.txt
$ sha256sum --check checkfile.txt

File name convention, data set code: The variation of the test series parameters is also reflected in the
file names. The file names are a concatenation of the test-series-id <T>, the distance-between-actuator-and-
sensor <D> in millimetres, the number-of-samples-recorded (recording block size) <N> in kilo-samples and the
pulse voltage <V> in Volts. Filename structure: <T>_d<D>_b<N>_v<V>.oct. As example, a test
performed with D = 50 mm, N = 16k samples and V = 800 Volts is stored in ts5_d50_b16_v800.oct. The
name of the corresponding raw data archive is ts5_d50_b16_v800.zip.

Licensing: The contents of the repository entry published under the DOI 10.3217/bjkrj-pg829 are made
available under the open Creative Commons 4.0 Attribution license (CC-BY-4.0). This applies to the files
ts5_rawdata.tar.xz, ts5_datasets.tar.xz, ts5_techdescr.pdf and their contents. A full description of
the license terms is available at the following URL: https://creativecommons.org/licenses/by/4.0/.

3 Raw data archive structure
Each data set in the raw data archive ts5_rawdata.tar.xz is represented by a ZIP archive. The directories
and files contained in the archive files are enlisted in table 3.

L C Path Type Description
0 1 <datasetcode> directory data set directory
1 1 projinfo.txt plain text file metadata and information about additional tests
1 1 Channel 1 directory compression wave measurement data
2 1 ../measurements.txt plain text file list of signal filenames and recording timestamp
2 1 ../settings.txt plain text file device and measurement settings
2 N ../tst<num>.dat plain text files signal data of compression wave measurements
1 1 Channel 2 directory shear wave measurement data
2 1 ../measurements.txt plain text file list of signal filenames and recording timestamp
2 1 ../settings.txt plain text file device and measurement settings
2 N ../tst<num>.dat plain text files signal data of shear wave measurements

Table 1: Raw data directory- and file structure (ZIP archives). L . . . directory level; C . . . cardinality.

4 Data set binary file structure
Each data set in the data set archive ts5_datasets.tar.xz is represented by a OCT file (<filename>.oct).
They were generated from raw data consisting of plain text files (see also 3). Therefore, GNU Octave 6.2.0[6]
command scripts were used. The result of the conversion process are datasets available in GNU Octave’s open
binary file format. The data in the datasets is organized in a C-like hierarchical data structure. That structure
consists of several structural levels. The top structural level serves to classify the data according to individual
thematic areas. The metadata and data of the measurement results are stored in the lower structure levels. To
be able to display the data and metadata as simply as possible, sub-structures are used, which are referred to
here as “atomic elements” and represent the lowest structural level of the data. There are three defined types
of atomic elements: the atomic reference element (ARE), the atomic attribute element (AAE) and the atomic
data element (ADE). All atomic elements consist of simple structure fields that hold the data.

4.1 Atomic elements
Atomic reference element (ARE): Atomic reference elements are used to link objects to each other. This
is to avoid copies of recurring content (e.g. for a specimen used in several subsidiary tests). They consist of a
set of fields enlisted in table 2.
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Field Description Data type
obj object type (always "ARE") string
ver version number [major, minor] uint16
t tag, a descriptive name string
i referenced id uint, [uint]
r referenced object name {string}
d description string

Table 2: Field list of atomic reference elements (ARE)

Atomic attribute element (AAE): Atomic attribute elements are used to store text only (e.g. additional
description of the parent data structure). They consist of a set of fields enlisted in table 3.

Field Description Data type
obj object type (always "AAE") string
ver version number [Major, Minor] [uint16]
t tag, a descriptive name string
v value, text string, {string}
d description string

Table 3: Field list of atomic attribute elements (AAE)

Atomic data element (AAE): Atomic data elements are used to store values in combination with value
type and physical unit (e.g. measurement data). They consist of a set of fields enlisted in table 4. The value
type enumerators stored in field “vt” are enlisted in table 6 in section Appendix - Tables.

Field Description Data type
obj object type (always "ADE") string
ver version number [Major, Minor] [uint16]
t tag, a descriptive name string
vt value type enumerator string
v value of given value type depends on value type
u unit string
d description string

Table 4: Field list of atomic data elements (ADE)

4.2 Data set structure hierarchy
The hierarchy of the data structure consists of top-level substructures containing various atomic elements or
other lower-level substructures (e.g. ds.tst, test collection). A list of main substructures is shown in table 5. A
more detailed description of the structure hierarchy is shown in table 7 in section Appendix - Tables.
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L C Path Description
0 1 ds structure root
1 1 ds.meta_ser test series metadata
1 1 ds.meta_set data set metadata
1 N ds.loc geo-location information, GPS coordinates
1 1 ds.lic license information
1 N ds.aut author information
1 N ds.dev test device information
1 N ds.mat test material information
1 N ds.spm test specimen information, specimen I and II
1 1 ds.tst test collection
2 1 ds.tst.s04 ultrasonic measurement distance, specimen I
2 1 ds.tst.s05 ultrasonic measurement distance, specimen II
2 1 ds.tst.s06 ultrasonic pulse transmission test (compression wave), specimen I
2 1 ds.tst.s07 ultrasonic pulse transmission test (shear wave), specimen II
2 1 ds.tst.s09 environment temperature

Table 5: Main substructures. L . . . hierarchy level; C . . . cardinality.

4.3 Accessing items of the hierarchical data structure
To access the data and metadata in the hierarchical data structure, the file need to be loaded into memory first.
Then, the structure handling commands of GNU Octave can be used to access single items. To illustrate the
process, some typical application examples using the GNU Octave command line interface are given below.

Load data set: Load data set and store the result in variable ds.

octave: >>> ds = load(’/path/to/dataset/file.oct’, ’dataset’).dataset;

Accessing items: The following commands store the signal data of all compression wave signals in variable
s1 and all shear wave signals in variable s2. All other elements can be accessed in the same way. A detailed
list of available structure elements is shown in table 7 in section Appendix - Tables.

octave: >>> s1 = ds.tst.s06.d13.v;
octave: >>> s2 = ds.tst.s07.d13.v;
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Appendix - Tables

Data type Description
string character array, character = 8 bit
string_arr 1D cell array (vector) of strings
string_mat 2D cell array (matrix) of string
boolean unsigned integer, 8 bit
boolean_arr 1D array (vector) of type boolean
boolean_mat 2D array (matrix) of type boolean
uint unsigned integer
uint_arr 1D array (vector) of type uint
uint_mat 2D array (matrix) of type uint
int signed integer
int_arr 1D array (vector) of type int
int_mat 2D array (matrix) of type int
single single precision floating point number, 32 bit
single_arr 1D array (vector) of type single
single_mat 2D array (matrix) of type single
double double precision floating point value, 64 bit
double_arr 1D array (vector) of type double
double_mat 2D array (matrix) of type double

Table 6: Value types for atomic data elements (ADE)
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Table 7: Detailed overview of the hierarchical structure of the
datasets (*.oct files).

Path Type Tag Description
ds struct_dataset — structure root
substructure struct_metaser — substructure
ds.meta_ser.r01 ARE author author reference
ds.meta_ser.r02 ARE license license reference
ds.meta_ser.d01 ADE series_id test series id
ds.meta_ser.a01 AAE series_code test series code
ds.meta_ser.a02 AAE series_name test series name
ds.meta_ser.a03 AAE description test series description
ds.meta_ser.a04 AAE abstract test series abstract
ds.meta_ser.a05 AAE context test series context
ds.meta_ser.a06 AAE date_start test series start date
ds.meta_ser.a07 AAE date_end test series end date
substructure struct_metaset — substructure
ds.meta_set.r01 ARE author author reference
ds.meta_set.r02 ARE series test series reference
ds.meta_set.r03 ARE location location reference
ds.meta_set.r04 ARE license license reference
ds.meta_set.d01 ADE dataset_id data set id
ds.meta_set.a01 AAE dataset_code data set code
ds.meta_set.a02 AAE dataset_name data set name
ds.meta_set.a03 AAE description description, general
ds.meta_set.a04 AAE description_abstract description, abstract
ds.meta_set.a05 AAE description_methods description, methods
ds.meta_set.a06 AAE description_tableofcontents description, tableofcontents
ds.meta_set.a07 AAE created_by data set creator name
ds.meta_set.a08 AAE collected_by data set collector name
ds.meta_set.a09 AAE copyrighted_by data set copyrighter name
ds.meta_set.a10 AAE date_created date created

Continued on next page
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Table7 – continued from previous page
Path Type Tag Description
ds.meta_set.a11 AAE date_collected date collected
ds.meta_set.a12 AAE date_copyrighted date copyrighted
ds.meta_set.a13 AAE size data set size, number of files
ds.meta_set.a14 AAE format data set file format
ds.meta_set.a15 AAE version data set version
ds.meta_set.a16 AAE context data set context
ds.meta_set.a17 AAE rawdata_directory data set rawdata directory
ds.meta_set.a18 AAE rawdata_archive data set rawdata archive
ds.loc struct_loc — substructure array
ds.loc.d01 ADE location_id location id
ds.loc.d02 ADE geolocation geo location, latitude, longitude
ds.loc.a01 AAE country country
ds.loc.a02 AAE state_province state or province
ds.loc.a03 AAE city city
ds.loc.a04 AAE zipcode zip code, postal code
ds.loc.a05 AAE street street name
ds.loc.a06 AAE housenumber house number
ds.loc.a07 AAE description location description
ds.lic struct_lic — substructure
ds.lic.r01 ARE author author reference
ds.lic.d01 ADE license_id license id
ds.lic.a01 AAE license_code license code
ds.lic.a02 AAE rightsholder rights holder
ds.lic.a03 AAE rights rights description, e.g. Creative Commons Attribution 4.0 International
ds.lic.a04 AAE rights_uri rights URI, e.g. https://spdx.org/licenses/CC-BY-4.0.html
ds.lic.a05 AAE rights_identifier_scheme rights identifier scheme, e.g. SPDX
ds.lic.a06 AAE rights_identifier_scheme_uri rights identifier scheme URI, e.g. https://spdx.org/licenses/
ds.lic.a07 AAE license_description license description
ds.lic.a08 AAE spdx_icon license icon (spdx)
ds.lic.a09 AAE spdx_id license id (spdx)

Continued on next page
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Table7 – continued from previous page
Path Type Tag Description
ds.aut struct_aut — substructure
ds.aut.d01 ADE author_id author id
ds.aut.a01 AAE name full name
ds.aut.a02 AAE givenname given name, first name
ds.aut.a03 AAE familyname family name, surname
ds.aut.a04 AAE initials initials
ds.aut.a05 AAE title_pfx title before the name (prefix)
ds.aut.a06 AAE title_sfx title behind the name (suffix)
ds.aut.a07 AAE organization organization name
ds.aut.a08 AAE department department name
ds.aut.a09 AAE role role in organization/department
ds.aut.a10 AAE country country
ds.aut.a11 AAE state_province state or province
ds.aut.a12 AAE city city name
ds.aut.a13 AAE zipcode zip code, postal code
ds.aut.a14 AAE street street name
ds.aut.a15 AAE email email address
ds.aut.a16 AAE name_identifier_type name identifier type, e.g. ORCID
ds.aut.a17 AAE name_identifier_type_uri name identifier type uri, e.g. https://orcid.org/
ds.aut.a18 AAE name_identifier name identifier, e.g. ORCID id
ds.aut.a19 AAE description author description
ds.dev struct_dev — substructure array
ds.dev.d01 ADE device_id device id
ds.dev.a01 AAE name device name
ds.dev.a02 AAE vendor vendor name
ds.dev.a03 AAE product product name
ds.dev.a04 AAE category device category
ds.dev.a05 AAE usage device usage
ds.dev.a06 AAE description device description
ds.dev.s01 ADE data_array device properties

Continued on next page
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Table7 – continued from previous page
Path Type Tag Description
ds.mat struct_mat — substructure array
ds.mat.d01 ADE material_id material id
ds.mat.a01 AAE name material name
ds.mat.a02 AAE vendor vendor name
ds.mat.a03 AAE product product name
ds.mat.a04 AAE category material category
ds.mat.a05 AAE description material description
ds.mat.a06 AAE storage_place material storage place
ds.mat.a07 AAE storage_condition material storage condition
ds.spm struct_spm_ref — substructure array
ds.spm.r01 ARE author author reference
ds.spm.r02 ARE material material reference
ds.spm.r03 ARE device device reference
ds.spm.r04 ARE location location reference
ds.spm.d01 ADE specimen_id specimen id
ds.spm.d02 ADE datetime date and time, seconds since epoch (UTC)
ds.spm.a01 AAE specimen_code specimen code
ds.spm.a02 AAE operator operator name
ds.spm.a03 AAE procedure procedure description
ds.spm.a04 AAE description general description
ds.tst struct_test — substructure
ds.tst.s04 struct_test_umd2 — substructure
ds.tst.s04.r01 ARE author author reference
ds.tst.s04.r02 ARE specimen specimen reference
ds.tst.s04.r03 ARE device device reference
ds.tst.s04.r04 ARE location location reference
ds.tst.s04.d01 ADE datetime date and time, seconds since epoch (UTC)
ds.tst.s04.d04 ADE specimen_thickness distance between actuator and sensor
ds.tst.s04.a01 AAE testname test name
ds.tst.s04.a02 AAE operator operator name

Continued on next page
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Table7 – continued from previous page
Path Type Tag Description
ds.tst.s04.a03 AAE procedure procedure description
ds.tst.s04.a04 AAE calculation calculation description, formula
ds.tst.s04.a05 AAE description general description
ds.tst.s05 struct_test_umd2 — substructure
ds.tst.s05.r01 ARE author author reference
ds.tst.s05.r02 ARE specimen specimen reference
ds.tst.s05.r03 ARE device device reference
ds.tst.s05.r04 ARE location location reference
ds.tst.s05.d01 ADE datetime date and time, seconds since epoch (UTC)
ds.tst.s05.d04 ADE specimen_thickness distance between actuator and sensor
ds.tst.s05.a01 AAE testname test name
ds.tst.s05.a02 AAE operator operator name
ds.tst.s05.a03 AAE procedure procedure description
ds.tst.s05.a04 AAE calculation calculation description, formula
ds.tst.s05.a05 AAE description general description
ds.tst.s06 struct_test_utt — substructure
ds.tst.s06.r01 ARE author author reference
ds.tst.s06.r02 ARE specimen specimen reference
ds.tst.s06.r03 ARE device device reference
ds.tst.s06.r04 ARE location location reference
ds.tst.s06.d01 ADE datetime date and time, seconds since epoch (UTC)
ds.tst.s06.d02 ADE zerotime time span between adding water to cement and test start
ds.tst.s06.d03 ADE interval_steps number of interval steps, number of measurements
ds.tst.s06.d04 ADE interval_length interval length, time span between measurements
ds.tst.s06.d05 ADE pulse_voltage device setting, pulse generator voltage
ds.tst.s06.d06 ADE pulse_width device setting, pulse generator pulse width
ds.tst.s06.d07 ADE sampling_rate device setting, oscilloscope sampling rate
ds.tst.s06.d08 ADE recorded_block_size recording block size, number of recorded samples
ds.tst.s06.d09 ADE num_init_samples number of initial samples before trigger point
ds.tst.s06.d10 ADE num_signals number of recorded signals

Continued on next page
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Table7 – continued from previous page
Path Type Tag Description
ds.tst.s06.d11 ADE sig_maturity signal/specimen maturity array [num_signals x 1]
ds.tst.s06.d12 ADE sig_times signal sample time array [num_samples x 1]
ds.tst.s06.d13 ADE sig_magnitudes signal magnitude matrix [num_samples x num_signals]
ds.tst.s06.a01 AAE testname test name
ds.tst.s06.a02 AAE operator operator name
ds.tst.s06.a03 AAE procedure procedure description
ds.tst.s06.a04 AAE calculation calculation description, formula
ds.tst.s06.a05 AAE description general description
ds.tst.s06.a06 AAE ss_filepath settings file path, full qualified path
ds.tst.s06.a07 AAE ss_filename settings file name
ds.tst.s06.a08 AAE ss_filehash settings file hash, sha-256
ds.tst.s06.a09 AAE mm_filepath measurements file path, full qualified path
ds.tst.s06.a10 AAE mm_filename measurements file name
ds.tst.s06.a11 AAE mm_filehash measurements file hash, sha-256
ds.tst.s06.a12 AAE data_dirpath signal data directory path, full qualified path
ds.tst.s06.a13 AAE data_filepath signal data file path list, full qualified paths num_signals x 1
ds.tst.s06.a14 AAE data_filename signal data file name list num_signals x 1
ds.tst.s06.a15 AAE data_filehash signal data file hash list, sha-256 num_signals x 1
ds.tst.s07 struct_test_utt — substructure
ds.tst.s07.r01 ARE author author reference
ds.tst.s07.r02 ARE specimen specimen reference
ds.tst.s07.r03 ARE device device reference
ds.tst.s07.r04 ARE location location reference
ds.tst.s07.d01 ADE datetime date and time, seconds since epoch (UTC)
ds.tst.s07.d02 ADE zerotime time span between adding water to cement and test start
ds.tst.s07.d03 ADE interval_steps number of interval steps, number of measurements
ds.tst.s07.d04 ADE interval_length interval length, time span between measurements
ds.tst.s07.d05 ADE pulse_voltage device setting, pulse generator voltage
ds.tst.s07.d06 ADE pulse_width device setting, pulse generator pulse width
ds.tst.s07.d07 ADE sampling_rate device setting, oscilloscope sampling rate

Continued on next page
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Table7 – continued from previous page
Path Type Tag Description
ds.tst.s07.d08 ADE recorded_block_size recording block size, number of recorded samples
ds.tst.s07.d09 ADE num_init_samples number of initial samples before trigger point
ds.tst.s07.d10 ADE num_signals number of recorded signals
ds.tst.s07.d11 ADE sig_maturity signal/specimen maturity array [num_signals x 1]
ds.tst.s07.d12 ADE sig_times signal sample time array [num_samples x 1]
ds.tst.s07.d13 ADE sig_magnitudes signal magnitude matrix [num_samples x num_signals]
ds.tst.s07.a01 AAE testname test name
ds.tst.s07.a02 AAE operator operator name
ds.tst.s07.a03 AAE procedure procedure description
ds.tst.s07.a04 AAE calculation calculation description, formula
ds.tst.s07.a05 AAE description general description
ds.tst.s07.a06 AAE ss_filepath settings file path, full qualified path
ds.tst.s07.a07 AAE ss_filename settings file name
ds.tst.s07.a08 AAE ss_filehash settings file hash, sha-256
ds.tst.s07.a09 AAE mm_filepath measurements file path, full qualified path
ds.tst.s07.a10 AAE mm_filename measurements file name
ds.tst.s07.a11 AAE mm_filehash measurements file hash, sha-256
ds.tst.s07.a12 AAE data_dirpath signal data directory path, full qualified path
ds.tst.s07.a13 AAE data_filepath signal data file path list, full qualified paths num_signals x 1
ds.tst.s07.a14 AAE data_filename signal data file name list num_signals x 1
ds.tst.s07.a15 AAE data_filehash signal data file hash list, sha-256 num_signals x 1
ds.tst.s09 struct_test_env2 — substructure
ds.tst.s09.r01 ARE author author reference
ds.tst.s09.r02 ARE device device reference
ds.tst.s09.r03 ARE location location reference
ds.tst.s09.d01 ADE datetime date and time, seconds since epoch (UTC)
ds.tst.s09.d02 ADE temperature environment temperature at test start
ds.tst.s09.d03 ADE humidity environment humidity at test start
ds.tst.s09.a01 AAE testname test name
ds.tst.s09.a02 AAE operator operator name

Continued on next page
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Table7 – continued from previous page
Path Type Tag Description
ds.tst.s09.a03 AAE procedure procedure description
ds.tst.s09.a04 AAE calculation calculation description, formula
ds.tst.s09.a05 AAE description general description
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Table 8: Raw data archive listing (content of
ts5_rawdata.tar.xz).

File name SHA256 checksum
ts5_d25_b16_v400.zip bfd36f128bffe16b81fed2b11d6092350677d5c8f1680b93f671500c3bf2eeac
ts5_d25_b16_v600.zip 7148cd42fa88c63fdd2547348bdfbe1dc3d7c8cc91f59b33af8dac86abdaaebf
ts5_d25_b16_v800.zip b0101ed5c26f481a951d2489a8a3384b5606eeaa96c3324cf732efb27ce3de0a
ts5_d25_b24_v400.zip 845f04939bc0eda8b0f6ce6216c20ba39adbf1345b921004b5022318f1a46f45
ts5_d25_b24_v600.zip b9199012497de16f8b01e2305cb94545bdad316fbf8373aa994e8d36dd977e0d
ts5_d25_b24_v800.zip 06caa8da3faaa0d2f4a9f29afa543bcaa9651ac83930baeb1194f0eb2c356dca
ts5_d25_b33_v400.zip f0cbd12a7e98f66b2faa1d3115f5c62965bc0f07daaba36164a1d274e3e771bb
ts5_d25_b33_v600.zip 1f19d923cfbfc427bff6931c3a3f973f97bd03b315ffc5da6b3d0311a0ed8692
ts5_d25_b33_v800.zip 1b944d52d9ab1d1188cb0b4c4bba8fb564329a1ed50f67af8bdd38db488b0dce
ts5_d25_b50_v400.zip 0abe7439be1e6e3a74bef383b863d0d2dbf168f4c26b1ac9854bf4eca3dd09ba
ts5_d25_b50_v600.zip 54314820d0ed7016577a5eb6ec7386393367370f81d6e603a0a611f9796330cc
ts5_d25_b50_v800.zip 73f04f31dd82207efa067c0dd31247c3b600ba36d74eaa527e7dfc26e1897da2
ts5_d50_b16_v400.zip 140aca98e5b615230ca8466988f96d5a12585bbe9d24d2dac37184d55278c81c
ts5_d50_b16_v600.zip b61b4c11922de47150c8ca0a0292aa33e203ee19a7e63b15f9c5321637b71ce5
ts5_d50_b16_v800.zip cf3e8c505173d2f80d607df5f98f2ca0d929178bda4c188aa57d7a22c4f6636b
ts5_d50_b24_v400.zip 58ffb19d7b3ce70628c2df8e8c6cf782b8a38788c460d8f948355b26c787ec50
ts5_d50_b24_v600.zip 1ce5666ddba838bcde62bee172f32276fbe4b0ed7c10965d3a782eac3bbcb0be
ts5_d50_b24_v800.zip bec2867e3558b4c62800f4e3421d60db6179678979b2565302f2714747328aa2
ts5_d50_b33_v400.zip d2475114b29e2adde8c8da56efa7944fbd91f004695002e6803f586a64a75ad7
ts5_d50_b33_v600.zip 36f61a4774f4335ac50831858fd1994cc2472c0e64a21ebea8dc062ca6901544
ts5_d50_b33_v800.zip 319db34528a5691f72c65ba724695aab165a7ccb60f03bcdfb9aefcecee65d1a
ts5_d50_b50_v400.zip c1bee2cd4dff968723903501ecf45f0f0b903350633ea74bbe345e65e5d969d4
ts5_d50_b50_v600.zip eb6705583624e265178c53dfb061ef9e36430f2c04a611927346e539aada78aa
ts5_d50_b50_v800.zip 02ba1771cefa4fa8fd8fd3464fd52d95aa80b56f4fc3f67c795846207e133f58
ts5_d70_b16_v400.zip 46df4f522315832150643ddc634f5133b9e4886b0a2861e6aa9fad8821569d8f
ts5_d70_b16_v600.zip 74ab7151fdcf737252a43bd2d60b976d2010962e1c71042a884e1f0411f64cfb
ts5_d70_b16_v800.zip 8cafc04d669a05eafafa19ded40c692b4093374a00920301e073ac81352ae914
ts5_d70_b24_v400.zip b295929bedc6c104224cbe02412b180786ce204e2c07c06d2bc15ba66a7cb335
ts5_d70_b24_v600.zip 37f4c091e44c7f9a80d2864b25ca9a00cc6ecf6c1484765bfa4aa9d88fde1de7
ts5_d70_b24_v800.zip 2a44e3dbd31429901838ce18e9f2b377d302cd5010ca930be814fd81825a87c4
ts5_d70_b33_v400.zip c19f1c89db350100576ef461d78314f7f4a367578aa73d5d4756b98ef35afb88
ts5_d70_b33_v600.zip 625ea4f8abbe71c7f9092c677f610e9a0ea3ddcb906c0ca6bb88e3828e59ee79
ts5_d70_b33_v800.zip 16113f4f86eec52727734f6554c984d06fec71b374baa50eee006c73749de9aa
ts5_d70_b50_v400.zip d735e678fbefdc29529fbb2888c9b9f588c0f1c2d361892fb895059582c61b54
ts5_d70_b50_v600.zip 6e5f8ada1fbd0d1ce68d0a55b306fba2186926bdeecb7a0b1160a408231717c3
ts5_d70_b50_v800.zip 20382f743e6fcb8c6fbdcdae400f058cc8db1bf0841022b42cbd119d28491edc
ts5_d90_b16_v400.zip aa4ab8247714d5090318c0eaaca070112ed2eb60ce99f34ebb7c2bbf7a3658a8
ts5_d90_b16_v600.zip 769d53bd573372e2da0c3e82b0b53968393b3a0cd2c70185ba7936d9bff532bc
ts5_d90_b16_v800.zip 9b2412e07f5c344ccb5240fed83b948fa0640697de7794f8d147aa04e7b56960
ts5_d90_b24_v400.zip f191b3b6ee1be00f57c1bfd4391ef781efb5420bb287b2cc674ae27ff27bdfe7
ts5_d90_b24_v600.zip 0a6186c2ad520623f254915f17c585ec31111f3603d33bb859b8c4bfa1605cc0
ts5_d90_b24_v800.zip de7450a05b0dd7c43132974b29c0b6935b01043fd82d514c7daa3fbd83e9f93a
ts5_d90_b33_v400.zip 51121c2bf5767b5ae1234163c5e0b1f143ef9f5be06fbe95e7d75fd393ae444c
ts5_d90_b33_v600.zip 205117134e14254c80556f8c749944a184ff827c9e24c7d13333a17ac2ebeee5
ts5_d90_b33_v800.zip 456eb97bb930d479defd3fc388d3007b324db5ebd1855873ff36b85653e4e681
ts5_d90_b50_v400.zip 9e132823cabcdf989fa15392a489524cc51652797c58a75f365c1239d54e5207
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Table8 – continued from previous page
File name SHA256 checksum
ts5_d90_b50_v600.zip 4283817e5f9d1af9a9a3cf49a066cd2a90a720b668058eb292c059c4b9d3f060
ts5_d90_b50_v800.zip b8b2ca8383177ca6c0b728584210a8659878a83c4ac300cb554f368e3667a830

Table 9: Data set file listing (content of ts5_datasets.tar.xz).

File name SHA256 checksum
ts5_d25_b16_v400.oct 9898ae97e6f5ea6e1fcf2a0447fc3a53287662db341fecc6e3a581c705baf6e1
ts5_d25_b16_v600.oct d340cc297887de4f9d060e5bf23fe5e5ac98a4c12e1841ade7a260e172c34d35
ts5_d25_b16_v800.oct 15edea4e012e1d9cd1efd3c55f5ec945147f2e4f674e6a6c30a4814dac1e8d71
ts5_d25_b24_v400.oct 3caf91ff4d3be70ac26407404def16daf67decaf5bc6bff1cd619c3f2bc545b7
ts5_d25_b24_v600.oct 583c71b2e42d0073fe469e112d2ce73ad8505608e2f57faa144d78e71be1e986
ts5_d25_b24_v800.oct 2ce71deec5f9a42aa416d4010991686a077e3d10d5738de64e9030c85de7e930
ts5_d25_b33_v400.oct 2f8055585fbd943a1f2f2acffc3516ca535f8abf3bb8052e2b94daa346146f27
ts5_d25_b33_v600.oct 644f9930dad16a733cf31f90ae2a26c37de712ba05a27f39a2fb2bd1b2498294
ts5_d25_b33_v800.oct 42aebdb2b719e1da476d2e6b057de13acc15374b2adf146396ea14ab57def7de
ts5_d25_b50_v400.oct 30d004f8ecc7c6ae7d9b6657c7058ee4d1713c3ee0be66418d22d1ee2c5c35a9
ts5_d25_b50_v600.oct 28c79c66a5f6a7759c2d13853d3bf6d386baa4515f4aa25130b9f068708f42c4
ts5_d25_b50_v800.oct e0e3c05c6fcaf3df768bed7f6ff5ab65c093bc7f15f7f14f4f243bf992a584da
ts5_d50_b16_v400.oct dfbb675d4532c62f045ed2fea1bd4880a8c779eed7dec4202c2cf97e8cce4022
ts5_d50_b16_v600.oct d7e04a9396e5a0f9a50c9370389ee3089f94c21394b1d5ae24f771a9c0178657
ts5_d50_b16_v800.oct 3242afc97cb9463bd603f69f0948dbd187de82fd2894f4acff9f63c328d554dc
ts5_d50_b24_v400.oct 4b4016da016a7bda2edbafe9e3293e7614d22524016a585ca51e47f913ece711
ts5_d50_b24_v600.oct aa43d006bfdc9c78285f94f02411ae72ee7f70ced665c72fcca2a475b1cf8db6
ts5_d50_b24_v800.oct ba65a663f11582935331ba8b7a7c3cd285940f816dabe7b5ca4061c8dcb7d48b
ts5_d50_b33_v400.oct 544ac97e9536da200a269a6f7f70ee3793fd3942dd46bd5c8b3200d6e63cbd3c
ts5_d50_b33_v600.oct 3eb841bb5a64d3765750e7da2990fc26c23b43f7447a87c62a0bc07fa9fea5ce
ts5_d50_b33_v800.oct b2b4c7c1e6b7973d69d83a526ac57fc3634d09d229854b9a4b648cc1e23328ce
ts5_d50_b50_v400.oct 6bbde730ac046922a49af60292acde41fc687240e40ee109e605b7c952cac028
ts5_d50_b50_v600.oct 89674f46a5bcc192887e9cf230dfdfdcf62e735567507e2cb56761a0477966a1
ts5_d50_b50_v800.oct 6788dd247dc8a3cd87bbf529d89cc43d5c3ba25f2932cfd32f70f92d483360ca
ts5_d70_b16_v400.oct 7da594cd301b747acc2971a29d049b606a66e3ca48a4f4cc09be0031271e81ed
ts5_d70_b16_v600.oct 4345ca712f9cc63b1cc1f97b3fc059eaac95420c96ff467c108ad4046caf793f
ts5_d70_b16_v800.oct 06bdb40cb5c58b322c47b5ccfe48b7ee04997b25a843f80dd0e5d7aaa7573312
ts5_d70_b24_v400.oct 2a93aa2bbdeaed18241c7a304ab702cdb4498efbdcd98bbbc55d9ebac5846e2d
ts5_d70_b24_v600.oct 1655313677a78cf151cc80475bbd789e005dbcb2477b7d7ec9d76ef07becf918
ts5_d70_b24_v800.oct 26539946f028f80c7a794995f992e6d21c5b84f93c22b5da4bf848e13fd281d2
ts5_d70_b33_v400.oct 7ade019bcc6da030390fb982cf411739d0c143e5e734d3b13804d9123dc06f63
ts5_d70_b33_v600.oct 3d8c704962de031179bbb5cc61fc6718ea930b0ac66b055bf34b56b404d95afd
ts5_d70_b33_v800.oct f903321485ce23b72a05d7a25275c9476add29eedef53630e870ba10e8fe76d8
ts5_d70_b50_v400.oct 2a55eeb33e44bd4ec697b1596c73fee9ddff990990b23156d1ed81a66bf90aa4
ts5_d70_b50_v600.oct 195c569438cf061fbb8ef9317e585a3745d805acf0aadd5dcb2b28244d927188
ts5_d70_b50_v800.oct ab5b60b389c29fc2c91200154ea3b1614ce0200efd744f4c951d3a784e09c0fd
ts5_d90_b16_v400.oct 1c1eb49f0d47de7ad6887d13d77621f36cf8b82da8489fa514232cd7540680d8
ts5_d90_b16_v600.oct 85dd3c09b13568cb84c8f0881553d5922770b545ebeeb1af7b409eed9b7db938
ts5_d90_b16_v800.oct 4dd9481255c85e3b1596dba5241dfbbf7b7f6125771f5746275d633430e20cb4
ts5_d90_b24_v400.oct 42b2f0fd7cbc1e5b2e16603a1e9d70f914d59538c4e5b1499d5bc7370883cfa9
ts5_d90_b24_v600.oct 19c3d09af7a4cdf760c33b1c0a979b48d09dd96480657089840569f4a6da785f
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Table9 – continued from previous page
File name SHA256 checksum
ts5_d90_b24_v800.oct e3a5dbc1085673a9e4f5e7d921c92c2dd0280fb3a581cbb801732c8c2d16fffe
ts5_d90_b33_v400.oct b523ef1bf4fbe90182c0f1e466579bcea6c4ede400b94258502fff3de71e340b
ts5_d90_b33_v600.oct ec488ab23e2fe4239329d163d0cc9b836ce34c990bb6d77ea7268151541de196
ts5_d90_b33_v800.oct 69b338efa56f208e58a3eabdcb69a9b91a232101291ca3bdd3b227e6558bba54
ts5_d90_b50_v400.oct 6e94ebda8db7c188366e0c496e57a5f86df1e0937846a9b8291594c0abc35369
ts5_d90_b50_v600.oct 0d2d60a46d4eb153cb8a03516d32e774a99fa45bf56e915cc3bdf2de7feb6daa
ts5_d90_b50_v800.oct a6ee9d33b3459d18ca7e5cc17acc8d2d178bbe3e7250c4a73a24ae29fd64417a
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